
NOTE TO DESIGNER:

SAMPLE PLAN DATA

Type of Project:  Grade, Drain, Base, and Surfacing

Date: October 2011

Notes To Designer are in italics throughout these sample

plans and should not be included in project plans.



Note: If sulfates are present on the project, add a "bubble" note,     ,     ,     , to

each concrete pay item showing required cementitious material per 901-S-701.01.







MODIFY THIS NOTE AS REQUIRED

BY CONDITIONS FOR SEAWATER,

MODERATE, OR SEVERE

SULFATES PER 901-S-701.01.

IF YOU DO NOT DESIRE TOE

WALLS AS PER STD. NO. 328

AND 329, DELETE THE

COLUMN FOR CONC.,

MINOR STRUCTURES AND

ADD A NOTE UNDER THE

PIPE SCHEDULE STATING

THAT TOE WALLS ARE NOT

REQUIRED.


















Riprap Calculations: For Information

Only -- Not Required On Plans.



INSERT YOUR OWN SHRINKAGE

FACTORS.





TYPICAL SECTION MAY BE SHOWN HERE OR

SHOWN ON A SEPARATE SHEET FOLLOWING

THE MAINLINE TYPICAL SECTION. IF THE

MAINLINE AND THE RELOCATED ROAD(S) ARE

THE SAME, THEN SHOW THE LIMITS ON THE

MAINLINE TYPICAL SECTION.



APPROACH GUARDRAIL LENGTHS FOR

VALUES "A", "B", "C" AND "D" ON STANDARD 195

Use Current Length of Need (Table 9-6) To

Determine Values for A, B, C, & D.




